
Contact us directly  

and we will arrange  

for your preferred  

building products  

supplier to provide a 

competitive price.

WATERGATE PLUS
Premium Synthetic Wall Wrap

Alec Nyhuis - VIC/TAS/SA 

Business Development Manager

+61 448 869 445 

alec.nyhuis@thermakraft.com.au

Brent Livy - NSW/ACT/QLD/WA 

National Sales Manager

+61 419 351 773 

brent.livy@thermakraft.com.au

Watergate Plus wrap and accessories

Watergate Plus  1370mm wide x 36.5m (50m2)

Watergate Plus  2740mm wide x 30m (82m2)

Watergate Plus  3000mm wide x 30m (90m2)

Aluband Xtreme Window Flashing Tape  

75mm wide x 25m

Aluband Xtreme Window Flashing Tape  

150mm wide x 25m

Aluband Bituminous Window Flashing Tape  

75mm wide x 25m

Window Corner Moulds

OneSeal Multi-fit Cable Penetration Seal  

Accommodates cables from 7mm - 22mm diameter

OneSeal Multi-fit Pipe Penetration Seal  

Accommodates pipes from 15mm - 110mm diameter

White General Purpose Repair Tape  60mm wide x 66m

Watergate Plus is the perfect solution to help manage condensation and moisture  

in relation to the building envelope. Designed to keep water out and allow water vapour 

to escape. Watergate Plus is an industry leading wall wrap that is BRANZ Appraised, 

Codemark Certified and made under the ISO9001 quality management system.

• Custom Print - Custom printing is available, 

with a 28 roll minimum order and a fast 

turnaround time of only five business days

• Australian manufactured - Watergate Plus 

wall wrap is manufactured here in Australia

• High Quality Assured - Every batch is 

quality checked before dispatch. Watergate 

Plus has been in the Australian market for  

8 years, with NO complaints

• NCC Code Change - Meets the new 

National Construction Code Change - 

requiring permeable wraps to be installed in 

climate zones 6, 7 & 8

• Cladding - Can be installed behind all 

cladding products direct to timber or steel 

frame

• Ease of Use - Soft and flexible so it’s easy 

to install and stretches around corners 

without the product folding
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